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Abstract
A robust process-controller was developed which main-
tains a fully penetrated weld. This feedback-controller is
robust for various process disturbances that may occur,
like variations in sheet thickness, welding velocity, focal
position, shielding gas variations, etc. The signals from
an optical sensor are used to design a so-called switch-
ing controller, which enables fully penetrated welding
at a minimum amount of laser power. It is shown that the
working principle of the controller is applicable to dif-
ferent material types, more specic different steels and
stainless steels. Experiments have been carried out to
show the ability to cope with varying sheet thickness and
welding velocity on FeP04 mild steel. Furthermore a
method is described which can be used to easily nd a
good set of control parameters from a single identica-
tion experiment.
Introduction
Full penetration of the weld is an important quality re-
quirement in many laser welding applications. Full pen-
etration can easily be maintained by welding at a rela-
tively low velocity and high laser power. In this case,
there is however the risk that the laser power is too high
to produce a good quality weld. For economical rea-
sons one would like to use the lowest laser power nec-
essary or highest welding speed close to the boundary
where the transition from full penetration to partial pen-
etration occurs. At this boundary there is however al-
ways a chance of losing full penetration due to external
disturbances like protective window contamination, ma-
terial batch changes, sheet thickness variation, shielding
gas differences, changes in focal position, variations in
welding velocity, etc.
Many authors have reported the use of sensors for
monitoring the weld pool [1], [2], [3]. Photodiode sen-
sors with different optical lters are used to look at
a certain region in the optical spectrum. Often the
the plume radiation (400-800nm), the thermal radia-
tion (1100-1800nm) and the reected Nd:YAG radiation
(1064nm) can be distinguished. A more recent approach
to monitoring is the use of CCD or CMOS cameras as
they provide a much more detailed image around the
keyhole and several interesting features can be extracted
directly from the camera image (keyhole area, length of
weld pool, width of weld pool, temperature of weld pool
etc).
In recent years, process control for laser welding has
received a lot of interest as it can cope with varying con-
ditions during laser welding. Many controller designs
have been proposed, ranging from standard PID-control
to more advanced algorithms. These controllers usually
work for one material within a small range of laser power
and welding velocity, which makes the applicability in
varying industrial conditions difcult. Furthermore the
tuning of the control parameters usually is a very time-
consuming job. For control of the welding process of-
ten photodiode sensors are used as the bandwidth of the
process is rather high and thus a process controller with
a fast sampling rate (above 1Khz) is needed. Due to the
extra processing power that is required for the image fea-
ture detection CMOS camera information is rarely used
within the control loop at the moment.
Several control approaches can be considered. It has
been demonstrated by Postma [4] that the welding depth
can be controlled with the use of a standard PI-controller.
A second control approach applied by Postma is the use
of a switching controller [5]. The goal of this con-
troller is to maintain full penetration at a minimum re-
quired laser power. The controller maintains the laser
power at the transition between partial and full penetra-
tion. In terms of robustness to parameter changes it turns
out that this controller is not suitable for industrial use.
In this paper the switching process controller will be
extended to make it more robust for deviations that may
occur in the process.
Experimental setup
The experimental setup is schematically shown in g-
ure 1. A Trumph HL4006D CW Nd:YAG laser is used,
which has a maximum power of 4 kW. The laser beam
is transmitted through an optical ber with a diameter of
0.6 mm. A standard Trumph welding head has been used
with a 150 mm focussing lens to obtain a focussed beam
diameter of 450 µm. The focal point has been positioned
at the surface of the work piece and is kept constant in all
experiments. A lateral shielding gas nozzle is used with
Argon as a shielding gas with a ow rate of 15 liter/min.
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Figure 1: Schematic drawing of the experimental set-up
The process (plume) radiation emitted by the welding
process has been detected by a Weldwatcher monitoring
system [1]. In this system the process radiation is trans-
mitted through the ber back to the laser source, where
it is measured by a detector. The Weldwatcher system
contains an analog low pass lter with a bandwidth of ap-
proximately 500 Hz to lter out high frequency process
dynamics.
The welding head is moved with respect to the work-
piece using a Gantry system. The laser is switched on
and off by the motion controller at the start and end of
the motion. A dSpace Ds1103 DSP data acquisition sys-
tem is used to simultaneously acquire the Weldwatcher
signal Sw and the measured analog laser power Pm at a
2 kHz sampling rate. In all the experiments, the Weld-
watcher signal is ltered with a digital 4th order low-pass
lter at 100 Hz at the dSpace system to smoothen the in-
put signal. The process controller implemented in this
work is also implemented on the dSpace system. It cal-
culates the desired laser output power Pd, which is sent
to the analog input of the laser. The laser on/off signal
from the motion controller is used as a trigger signal for
the process controller.
Identification experiment
To nd the relation between the signal level Sw of the
Weldwatcher system and the laser power, an identica-
tion experiment has been carried out. In such an experi-
ment, the laser power is increased from 0 Watt with a cer-
tain slope. The results on 0.75mm FeP04 mild steel are
plotted in gure 2 for speeds of 60, 100 and 140 mm/s.
For the speed of 100 mm/s, several regions have been
drawn in this gure. Region I is the conduction weld-
ing region, where the signal level increases as a result
of an increase in laser power. In region II a keyhole is
formed which is still closed at the bottom of the mate-
rial. When the laser power is further increased a sud-
den decrease in signal level can be observed, which is
the moment at which the keyhole opens at the bottom
of the material. In region III a full penetration of the
weld is obtained. When the laser power is further in-
creased the weld quality may decrease. Several authors
report the sudden drop in signal level [5], [6], [7] when
the keyhole comes through. It is expected that a similar
signal behavior, with a sudden decrease in signal level
at the transition of closed to open keyhole, also occurs
for different material types. The sudden drop in signal
level only occurs for sufciently high welding velocities.
For lower velocities the signal changes more gradually
from increasing slope to decreasing slope at the transi-
tion from partial to full penetration.
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Figure 2: Result of an identication experiment for
FeP04
Several control approaches can be considered. It is
demonstrated by Postma [4] that the welding depth in
region I and II can be controlled with the use of a simple
PI-controller. In this region the welding process behaves
linearly. For a speed of 100 mm/s, a signal reference be-
tween 1.0 V and 3.7 V corresponds to a certain welding
depth. A simple control strategy can be used to control
the welding depth. If the signal level is above the ref-
erence value, the laser power should be decreased, if it
is below the reference value the laser power should be
increased. With this control approach it is very impor-
tant that the laser power does not enter region III. Or it is
likely that the controller will drive the laser power up to
its maximum.
Switching control approach
The second control approach is the use of a switching
controller [5]. The goal of this controller is to maintain
full penetration at a minimum of required laser power.
The controller tries to maintain the laser power at the
transition between region II and III, where the process
exhibits non-linear behavior.
A block diagram of the switching controller that
maintains full penetration can be found in gure 3. The
sensor signal Sw is compared with a threshold value Str.
When the on-line signal is higher than the threshold con-
dition, the laser power is increased rapidly to maintain
full penetration. When the on-line sensor signal is be-
low the threshold condition the laser power is decreased
slowly. The latter keeps the process near the edge of par-
tial penetration. The switching controller resembles a
PI-controller with the main difference that the proportial
gain can be chosen differently, depending on the sign
of the difference between Sw and Str, i.e. the control
gains Kpup and Kpdown. Furthermore the integral con-
trol action uses two different constant rates to increase
or decrease the laser power, i.e. the control parameters
Kiup and Kidown. This way the controller becomes a
non-linear controller, which compensates for the non-
linearities in the transition between partial and full pene-
tration. The controller sets the output power with respect
to the nominal laser power Pnom.
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Figure 3: Block diagram of the switching controller
Previously a constant threshold value is used, which
has some disadvantages with respect to robustness. As
can be seen in gure 4 there are two points A and B,
where the sensor signal can cross the threshold. B is the
correct one at the transition between partial and full pen-
etration. A is at partial penetration at a low laser power.
Due to noise on the sensor signal or other disturbances
the controller may get in this region. Then the controller
will decrease the laser power even more and eventually
becomes zero. Under laboratory conditions it is possible
to keep the controller in the correct region. In an indus-
trial environment it is doubtful if this can be achieved due
to noise and disturbances like material pollution, shield-
ing gas conditions, protective window pollution, etc.
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Figure 4: Constant threshold used in Postma’s switch-
ing controller on 0.75 mm FeP04 at 100 mm/s
The improvement presented in this work is to ap-
ply a linear threshold function instead of a constant
value, which dramatically increases the robustness of
the switching controller. The threshold value Str will
be described as a linear function of the measured laser
power Pm:
Str =
Shigh − Slow
Phigh − Plow
(Pm − Plow) + Slow, (1)
where Plow and Phigh are two values for laser power
and Slow and Shigh are two values for the signal level.
With well-chosen parameters the sensor signal Sw is al-
ways above the threshold level Str at partial penetration
and always below Str at full penetration. There are no
regions left where the controller output power drifts to
zero or to the maximum output power. In the following
section it will be demonstrated how these parameters can
be determined from a single identication experiment.
Determining the threshold parameters
From a number of experiments it was found that the ro-
bustness of the controller is mainly determined by the
threshold function. The parameters of the switching
controller have an effect on the response of the controller
and the ability to reject disturbances, but the stability
and robustness are mainly determined by the position of
the threshold line, which is determined by just 2 points
(Plow, Slow) and (Phigh, Shigh) on the line. In this sec-
tion it will be shown that they can be determined by car-
rying out a single identication experiment.
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Figure 5: Determining the control parameters from an
identication experiment
Such an identication experiment on 0.75 mm FeP04
at 100 mm/s is plotted in gure 5. The threshold function
is drawn as a straight line determined by the threshold
parameters. It should be constructed in such a way that:
• The slope of the threshold function is equal or
less than the slope of the sensor signal at partial
penetration
• The threshold function should cross the signal
somewhere between the ’low’ signal level and
the ’high’ level
The operating point of the controller is the crossing
of the threshold function with the Weldwatcher signal.
The controller always adapts the laser power to reach this
operating point. The operating point can be shifted to
the right to have some overpower by simply moving the
threshold line to the right.
Results
In this section the results for a number of controlled ex-
periments are presented, which shows the robustness of
the controller to various disturbances that may occur in
practice. Although the threshold parameters are based
on constant process conditions, it is shown that the con-
trol approach can cope with many disturbances that may
occur.
Exp. Kiup Kidown Kiup Kidown
A 0 W 100 W 10000 W/s -2000 W/s
B.1 0 W 500 W 20000 W/s -4000 W/s
B.2 0 W 500 W 20000 W/s -4000 W/s
C 0 W 500 W 20000 W/s 4000 W/s
Table 1: Control parameters
Exp. Plow Slow Phigh Shigh
A 500 W 1 V 1500 W 3 V
B.1 500 W 1 V 1500 W 3 V
B.2 700 W 1 V 1800 W 3 V
B.3 700 W 1 V 1800 W 3 V
Table 2: Threshold parameters
The control parameters and the threshold parameters
used in each experiment are given in tables 1 and 2.
A. Minimum required laser power
First an experiment has been carried out to show the abil-
ity of the controller to nd the minimum of required laser
power without disturbances. Therefore a bead-on-plate
weld at 100 mm/s has been carried out on a sheet of 0.75
mm FeP04. The starting power Pnom is 1800 Watt and
control starts after 0.3 s. The measured laser power is
plotted in gure 6.
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Figure 6: Controlled experiment (A) to nd the mini-
mum required laser power
As expected the laser power decreases from 1800 W
to a stationary value of somewhat less than 1600 W. Fur-
thermore visual observation showed that a very smooth
weld was obtained, the uctuations in the output of the
controller could not be seen in the weld.
B. Sheet thickness variation
As a rst disturbance for the controller a sheet of 0.75
mm FeP04 was locally decreased to a thickness of 0.5
mm (gure 7). The disturbance was at the bottom side
of the sheet to obtain the focal position on the surface.
A velocity of 100 mm/s was used. The measured laser
power is plotted in gure 8.
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Figure 7: 0.75 mm sheet with local decrease to 0.5 mm
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Figure 8: Controlled experiment (B.1) with local de-
crease in sheet thickness
Control starts again at 0.3 s and the laser power goes
again to a stationary value around 1550 W. At the local
decrease in sheet thickness the laser power quickly de-
creases to 1150 W. After the disturbance has passed the
laser power returns to its stationary value of 1550 W. Be-
cause of the sudden decrease in sheet thickness the con-
troller needs some time to react to the new situation. It
takes about 2 mm before the controller output is adapted
to the lower power. At 100 mm/s this corresponds to a
settling time of 20 ms.
The controller can cope with an increase in sheet
thickness. To demonstrate this a bead-on-plate weld has
been carried out on a sheet with a local increase in sheet
thickness from 0.75 mm to 1.5 mm (gure 9).
A velocity of 100 mm/s was used again. The mea-
sured laser power is plotted in gure 10. The threshold
values were adapted in such a way that full penetration
was maintaned for both the 0.75 mm and 1.5 mm sheet
thickness.
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Figure 9: 0.75 mm sheet with local increase to 1.5 mm
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Figure 10: Controlled experiment (B.2) with local in-
crease in sheet thickness
Control starts at 0.3 s and the laser power goes to a
stationary value around 1700 W. At the local increase
in sheet thickness the laser power quickly increases to
maintain full penetration. After the disturbance has
passed the laser power returns to its stationary value.
This experiment shows that the controller needs about
30ms to react to the sudden disturbances in sheet thick-
ness.
C. Welding velocity
The proposed controller is also able to cope with varia-
tions in welding speed. To demonstrate this behavior a
bead-on-plate weld has been carried out where the veloc-
ity increases from 100 mm/s to 120 mm/s half way the
weld. The measured laser power is plotted in gure 11.
At the increase in velocity, the laser power increases as
well to maintain full penetration. Visual inspection of the
weld shows that full penetration was indeed maintained.
Robustness to material choice
The possibilities on using this control approach for main-
taining full penetration on different material types than
FeP04 depend very much on the presence of the sudden
drop in signal level that was observed from an identica-
tion experiment. Therefore in this section identication
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Figure 11: Controlled experiment (C) with changing
welding velocity (100 to 120 mm/s)
experiments have been carried out for different materials
to see if a similar behavior can be observed. An identi-
cation experiment has been carried out on 1 mm AISI304
stainless steel at a speed of 100 mm/s. The results of this
experiment can be found in gure 12. Very similar re-
sults with the identication on FeP04 can be seen. Espe-
cially the transition between partial and full penetration
results in a clear sudden decrease in signal level. There-
fore it is expected that the proposed process controller is
also useful for this material.
0 500 1000 1500 2000 2500
1
1.5
2
2.5
3
3.5
Laser power [W]
S
ig
na
l l
ev
el
 [V
]
Figure 12: Identication experiment for 1 mm AISI304
Stainless Steel at 100 mm/s
An identication experiment has also been carried out
on 1 mm AA5182 Aluminium, also at a speed of 100
mm/s. The results for this experiment are found in gure
13. Compared to FeP04 and AISI304 a different behav-
ior can be noticed. Although full penetration is achieved
at around 1500 W, the sudden decrease in signal level
can’t be observed at all. The signal keeps on increas-
ing if the laser power is increased in the full penetra-
tion regime. Furthermore it can be noticed that the sig-
nal level is much lower for this material. Therefore the
proposed controller can’t be used for this material at the
moment. Process control for this material is a topic for
further research.
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Figure 13: Identication experiment for 1 mm AA5182
Aluminium at 100 mm/s
Conclusions and discussion
In this paper a process controller is presented which con-
trols the laser power. It maintains full penetration at a
minimum amount of laser power. The main advantage of
this controller compared to previous process controllers
in literature is its robustness. It was shown for FeP04 that
the controller can handle changes in sheet thickness and
welding velocity and adapts the laser power accordingly.
The controller proved to be robust for both a decrease
and an increase in sheet thickness. A change in welding
velocity proved to be no problem as well.
Furthermore identication experiments have been car-
ried out on AA5182 and AISI304, which shows that
the characteristic drop in the measured sensor signal at
the transition between partial and full penetration also
occurs for stainless steel. It is expected that the con-
troller can be applied to a large series of steels and stain-
less steels. An identication experiment on aluminum
showed that this material behaves quite differently. Pos-
sibly different optical lters may help to increase the ap-
plicability of the controller on aluminium. Further in-
vestigations need to be carried out on aluminium and its
alloys.
The controller settling time proved to be too low for
applications where very sudden disturbances occur. It is
expected that a faster response to disturbances can still
be obtained by improving the control parameters and by
using different ltering methods. This will be part of
further work.
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